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(57) ABSTRACT

Provided is an electronic component package that does not
lower reliability while enabling miniaturization and high
performance of the electronic component package. The
electronic component package includes a main substrate, a
first electronic component provided on a main surface of the
main substrate, a frame body disposed so as to face the main
surface of the main substrate, and a first connection terminal
and a second connection terminal disposed on the main
surface of the main substrate along a first side of the frame
body. The second connection terminal is disposed on the first
side of the frame body at a position facing a vicinity of a
midpoint of a side of the first electronic component, and the
second connection terminal has an area larger than an area
of the first connection terminal.
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1
ELECTRONIC COMPONENT PACKAGE

BACKGROUND OF THE INVENTION

1. Field of the Invention

The present disclosure relates to an electronic component
package where a frame body is mounted on a substrate.

2. Description of the Related Art

Conventionally, as an example of a package where an
electronic component is mounted on a substrate, there is an
electronic component package where an electronic compo-
nent and a frame body having an external terminal are
mounted on a substrate (refer to PTL 1, for example).

CITATION LIST
Patent Literature

PTL 1: Unexamined Japanese Patent Publication No.
H07-050357

However, stress on a connection part between a main
substrate and the frame body becomes high in the conven-
tional structure. Particularly at the connection part, there is
a problem in that the stress on a place facing a side of a
semiconductor chip mounted on the main substrate becomes
high. In recent years, while the electronic component pack-
age is miniaturized, performance of the package improves.
As a size of the mounted electronic component or a number
of the external terminals increases, this stress problem
becomes conspicuous, and reliability of the electronic com-
ponent package can be lowered.

SUMMARY OF THE INVENTION

In consideration of the above-described problem, an
object of the present disclosure is to provide an electronic
component package that does not lower reliability while
enabling miniaturization and high performance of the elec-
tronic component package.

To solve the above-described problem, the following
solutions are provided. In other words, an electronic com-
ponent package of the present disclosure includes a main
substrate, a first electronic component provided on a main
surface of the main substrate, a frame body disposed so as
to face the main surface of the main substrate, and a first
connection terminal and a second connection terminal, each
of which is disposed on the main surface of the main
substrate along a first side of the frame body. Further, the
second connection terminal is disposed on the first side of
the frame body at a position facing a vicinity of a midpoint
of a side of the first electronic component, and the second
connection terminal has an area larger than an area of the
first connection terminal.

Further, a side of the second connection terminal in a
direction parallel to the first side is longer than a side of the
first connection terminal.

Further, a side of the second connection terminal in a
direction perpendicular to the first side is longer than the side
of the first connection terminal.

Further, resin is filled between the main surface of the
main substrate and the frame body at a portion of the first
side.

Further, the first electronic component is disposed on the
main surface of the main substrate via resin which is the
same as the resin filled between the main surface of the main
substrate and the frame body.

15

25

30

35

40

45

55

60

2

Further, in the electronic component package, a second
electronic component is provided on the main surface of the
main substrate, and the first electronic component has an
area larger than an area of the second electronic component.

Further, the first electronic component is a semiconductor
chip.

Further, a width of a side of a bottom surface of the frame
body at a position facing the second connection terminal is
wider than the width of the side of the bottom surface of the
frame body at another position.

Further, the second connection terminal is a dummy
terminal.

Further, the second connection terminal is connected to a
ground part.

Further, a first external terminal and a second external
terminal are disposed on the bottom surface of the frame
body, the second external terminal is electrically connected
with the second connection terminal, and the second exter-
nal terminal has an area larger than an area of the first
external terminal.

Further, in the electronic component package, a third
external terminal and a fourth external terminal are disposed
on a main surface of the frame body, and the fourth external
terminal has an area larger than an area of the third external
terminal.

Further, the fourth external terminal is provided at a
position facing the second external terminal.

Further, the forth external terminal is provided on the
main surface of the frame body at a corner of a side, of sides
on the main surface, facing the first side.

Further, the first side of the frame body is a side, of the
respective sides of the frame body, whose distance from the
first electronic component is the shortest.

According to the present disclosure, the electronic com-
ponent package that does not lower reliability while
enabling miniaturization and high performance of the elec-
tronic component package can be provided.

BRIEF DESCRIPTION OF DRAWINGS

FIG. 1A is a plan view of an electronic component
package according to a first exemplary embodiment;

FIG. 1B is a sectional view between Ib-Ib in FIG. 1A;

FIG. 1C is a sectional view between Ic-Ic in FIG. 1A;

FIG. 2A is a plan view of a main substrate of the
electronic component package in FIG. 1A;

FIG. 2B is a plan view of a frame body of the electronic
component package in FIGS. 1A to 1C;

FIG. 3 is a schematic view illustrating a section when
secondary mounting is performed on the electronic compo-
nent package in FIGS. 1A to 1C;

FIG. 4A is a diagram illustrating an example of a manu-
facturing process of the electronic component package in
FIGS. 1A to 1C;

FIG. 4B is a diagram illustrating the example of the
manufacturing process of the electronic component package
in FIGS. 1A to 1C;

FIG. 4C is a diagram illustrating the example of the
manufacturing process of the electronic component package
in FIGS. 1A to 1C;

FIG. 5A is a plan view of an electronic component
package used for simulation to compare with the electronic
component package in FIGS. 1A to 1C;

FIG. 5B is a plan view of an electronic component
package used for simulation, from which a frame body is
omitted, to compare with the electronic component package
in FIGS. 1A to 1C;
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FIG. 5C is a sectional view of the electronic component
package used for simulation to compare with the electronic
component package in FIGS. 1A to 1C;

FIG. 6A is a diagram for explaining a simulation result of
stress applied to a joint metal of a main substrate illustrated
in FIG. 5C;

FIG. 6B is a diagram for explaining a simulation result of
stress applied to a joint metal of a frame body illustrated in
FIG. 5C;

FIG. 7 is a diagram illustrating details of the simulation
result.

FIG. 8A is a plan view of an electronic component
package according to a first variation;

FIG. 8B is a sectional view between VIIIb-VIIIb in FIG.
8A;

FIG. 9A is a plan view of an electronic component
package used for simulation to compare with the electronic
component package in FIGS. 8A and 8B;

FIG. 9B is a plan view of an electronic component
package where a frame body is omitted from FIG. 9A;

FIG. 10 is a diagram illustrating details of a simulation
result using the electronic component package in FIGS. 9A
and 9B;

FIG. 11A is a plan view of an electronic component
package according to a second variation;

FIG. 11B is a sectional view between XIb-XIb in FIG.
11A;

FIG. 11C is a sectional view between Xlc-XIc in FIG.
11A;

FIG. 12A is a plan view of an electronic component
package used for simulation to compare with the electronic
component package in FIGS. 11A to 11C;

FIG. 12B is a plan view of an electronic component
package where a frame body is omitted from FIG. 12A;

FIG. 13 is a diagram illustrating details of a simulation
result using the electronic component package in FIG. 12B;

FIG. 14A is a plan view of an electronic component
package according to a third variation;

FIG. 14B is a sectional view between XIVb-XIVDb in FIG.
14A;

FIG. 14C is a sectional view between XIVc-XIVc in FIG.
14A;

FIG. 15A is a plan view of an electronic component
package used for simulation to compare with the electronic
component package in FIGS. 14A to 14C;

FIG. 15B is a plan view of an electronic component
package where a frame body is omitted from FIG. 15A;

FIG. 16 is a diagram illustrating details of a simulation
result using the electronic component package in FIGS. 15A
and 15B;

FIG. 17A is a plan view of an electronic component
package according to a fourth variation;

FIG. 17B is a sectional view between XVIIb-XVIIb in
FIG. 17A;

FIG. 17C is a sectional view between XVIIc-XVIIc in
FIG. 17A;

FIG. 18 is a schematic view illustrating a section of an
electronic component package according to a second exem-
plary embodiment;

FIG. 19 is a schematic view illustrating a section of an
electronic component package according to a third exem-
plary embodiment;

FIG. 20 is a schematic view illustrating a section of an
electronic component package according to a fourth exem-
plary embodiment;

FIG. 21A is a plan view of the electronic component
package according to the first exemplary embodiment;
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FIG. 21B is a plan view of the electronic component
package according to the first exemplary embodiment;

FIG. 21C is a plan view of an electronic component
package according to a variation;

FIG. 21D is a plan view of the electronic component
package according to the variation;

FIG. 22 is a schematic view illustrating a section of an
electronic component package according to a variation;

FIG. 23A is a schematic view illustrating a plane of an
electronic component package according to a variation;

FIG. 23B is a schematic view illustrating a plane of an
electronic component package according to a variation; and

FIG. 23C is a schematic view illustrating a plane of an
electronic component package according to a variation.

DETAILED DESCRIPTION OF THE
PREFERRED EMBODIMENTS

Hereinafter, a structure where a semiconductor chip is
mounted on only one surface of a main substrate will be
described in each exemplary embodiment. However, the
present disclosure also includes a case where the semicon-
ductor chip is mounted on both surfaces of the main sub-
strate.

Further, a case where the semiconductor chip is used as an
example of an electronic component mounted on the main
substrate will be described in each exemplary embodiment.
However, the present disclosure also includes a case where
the other electronic component is mounted. Further, mate-
rials in each exemplary embodiment are examples and do
not limit materials used in the present disclosure.

First Exemplary Embodiment

A structure of an electronic component package according
to a first exemplary embodiment will be described with
reference to FIGS. 1A to 3. FIG. 1A is a plan view of the
electronic component package, when viewed from an exter-
nal terminal side, according to the present exemplary
embodiment. FIG. 1B is a sectional view between Ib-Ib in
FIG. 1A, and FIG. 1C is a sectional view between Ic-Ic in
FIG. 1A.

In the electronic component package in the present exem-
plary embodiment, semiconductor chip 2 serving as a first
electronic component is mounted on main substrate 1 via
joint metal 8, and underfill 3 is injected between main
substrate 1 and semiconductor chip 2. Further, main sub-
strate 1 and frame body 5 are disposed so that main surfaces
face each other.

Main substrate 1 is formed of, for example, resin,
ceramic, or Si and has a thickness of 20 um to 1000 pm.
Further, main substrate 1 is a rectangle whose length of one
side is about 2 mm to 50 mm. Although not illustrated in
FIGS. 1A to 3, a wiring line or a circuit may be formed on
main substrate 1.

Semiconductor chip 2 is a rectangle whose length of one
side is about 1 mm to 30 mm, and has a thickness of 10 um
to 800 pum. In the description of the present exemplary
embodiment, a shape of semiconductor chip 2 is described
as a square.

Joint metal 8 is formed of, for example, solder and has a
diameter of 5 pm to 300 pm. Although not illustrated in
FIGS. 2A and 2B, semiconductor chip 2 and main substrate
1 respectively have terminals. Joint metal 8 is connected to
semiconductor chip 2 and main substrate 1 by these termi-
nals.
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Underfill 3 is formed of, for example, resin and is filled
between semiconductor chip 2 and main substrate 1.

Further, on the main surface of main substrate 1, a
plurality of connection terminals 61 serving as first connec-
tion terminals is disposed along each side of main substrate
1. On a bottom surface of frame body 5, a plurality of
external terminals 4 serving as first external terminals are
disposed along each side of frame body 5. Further, a
plurality of connection terminals 65 serving as third con-
nection terminals is formed on the main surface of frame
body 5. Connection terminal 65 is disposed along each side
of frame body 5 and connects external terminal 4 and
connection terminal 61 of main substrate 1. Each connection
terminal 61 and each connection terminal 65 are connected
via joint metal 7. With this configuration, frame body 5 is
mounted on main substrate 1.

Connection terminals 61, 65 and external terminal 4 are
formed of, for example, Cu, Ni, or Au. Each of connection
terminals 61, 65 and external terminal 4 is a rectangle whose
length of one side is about 10 pm to 1000 um, and has a
thickness of 1 um to 50 pm. Joint metal 7 is formed of, for
example, solder and has a thickness of 2 um to 1000 um.

Frame body 5 is formed of, for example, resin, ceramic,
or Si and has a thickness of 20 pm to 1500 um. Although not
illustrated in FIGS. 1A to 3, external terminal 4 and con-
nection terminal 65 are connected inside frame body 5 by a
wiring line, a penetration electrode, or the like. Not only
external terminal 4 and connection terminal 65 which face
each other are connected, but also external terminal 4 and
connection terminal 65 which do not face each other may be
connected.

Here, on the bottom surface of frame body 5, external
terminal 4 disposed at a center of the side, of the respective
sides of frame body 5, whose distance from semiconductor
chip 2 is the shortest serves as external terminal 4A (a
second external terminal). Further, on the main surface of
frame body 5, connection terminal 65 disposed at the center
of the side, of the respective sides of frame body 5, whose
distance from semiconductor chip 2 is the shortest serves as
connection terminal 65A (a fourth external terminal). Fur-
ther, connection terminal 61 disposed at a center of first side
62, of the respective sides of main substrate 1, whose
distance from semiconductor chip 2 is the shortest serves as
connection terminal 61A (a second connection terminal).
Further, a joint metal of joint metals 7 disposed between
connection terminal 61A and connection terminal 65A
serves as joint metal 7A. External terminal 4A, connection
terminal 61A, connection terminal 65A, and joint metal 7A
face each other and are disposed in an overlapping manner
in a plan view. Moreover, external terminal 4A has an area
larger than those of other external terminals 4, connection
terminal 61A has an area larger than those of other connec-
tion terminals 61, connection terminal 65A has an area larger
than those of other connection terminals 65, and joint metal
7A has an area larger than those of other joint metals 7.

Here, more specifically, it is preferable that a position at
which external terminal 4A is disposed be a position facing
a vicinity of a midpoint of the side included in semiconduc-
tor chip 2. This is because, as illustrated in a simulation
result described below, high stress is applied to the external
terminal that exists at the position facing the vicinity of the
midpoint of the side included in semiconductor chip 2.
Further, in the same manner, it is preferable that a position
at which connection terminal 65A, connection terminal 61 A,
or joint metal 7A is disposed be a position facing the vicinity
of the midpoint of the side included in semiconductor chip
2. The same applies to each variation described below.
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Further, as mentioned above, on the bottom surface of
frame body 5, and on the side, of the respective sides of
frame body 5, whose distance from semiconductor chip 2 is
at least the shortest, it is preferable that external terminal 4A
be disposed at the position facing the vicinity of the mid-
point of the side included in semiconductor chip 2. However,
external terminal 4A may be disposed at a position facing a
vicinity of a midpoint of the other side included in semi-
conductor chip 2. This is because, as illustrated in the
simulation result described below, on the side of the respec-
tive sides of frame body 5 other than the side whose distance
from semiconductor chip 2 is the shortest, stress is also
generated on the external terminal that exists at the position
facing the vicinity of the midpoint of the side included in
semiconductor chip 2. In the same manner, on the side of the
respective sides of frame body 5 other than the side whose
distance from semiconductor chip 2 is the shortest, connec-
tion terminal 65A, connection terminal 61A, or joint metal
7A may also be disposed at a position facing a vicinity of a
midpoint of the side included in semiconductor chip 2. The
same applies to each variation described below.

FIG. 2A is a plan view illustrating the main surface of the
main substrate of the electronic component package accord-
ing to the present exemplary embodiment. FIG. 2B is a plan
view illustrating the main surface of the frame body of the
electronic component package according to the present
exemplary embodiment.

As illustrated in FIGS. 2A and 2B, at connection terminal
61A of main substrate 1, a side of in a direction parallel to
first side 62 is longer than that of other connection terminal
61. Connection terminal 61A has an area larger than that of
other connection terminal 61. Further, connection terminal
65A of frame body 5 has an area larger than that of the other
connection terminal 65.

FIG. 3 is a sectional view when secondary mounting is
performed on the electronic component package in FIGS.
1A to 1C. In FIG. 3, the electronic component package is
mounted on substrate 9 by joint metal 10 formed on external
terminal 4. Joint metal 10 is formed of, for example, solder
and has a thickness of 2 um to 1000 um. Substrate 9 is
formed of, for example, resin, ceramic, Si and has a thick-
ness of 50 um to 4000 um. Although not illustrated, a wiring
line or a circuit may be formed on substrate 9.

Next, an example of a manufacturing method of the
electronic component package according to the present
exemplary embodiment will be described with reference to
FIGS. 4A to 4C.

First, as illustrated in FIG. 4A, joint metal 7 is formed on
connection terminal 61 formed on main substrate 1 by using,
for example, a printing method. At this time, joint metal 8 for
connecting semiconductor chip 2 and main substrate 1 may
also be formed simultaneously with joint metal 7.

Next, as illustrated in FIG. 4B, joint metal 8 is formed on
main substrate 1, and frame body 5 and external terminal 4
are formed on joint metal 7 in this order. Further, semicon-
ductor chip 2 is mounted on joint metal 8.

Eventually, as illustrated in FIG. 4C, underfill 3 is charged
between main substrate 1 and semiconductor chip 2. Heat is
applied to underfill 3, thereby causing underfill 3 to be cured
and shrunk.

It should be noted that the present disclosure is not limited
by the manufacturing method illustrated in FIGS. 4A to 4C.

Hereinafter, results of simulation of stress applied to
connection parts of another secondary mounted electronic
component package will be described with reference to
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FIGS. 5A to 7 in order to compare with the electronic
component package according to the present exemplary
embodiment.

FIGS. 5A to 5C are schematic views of a simulated
electronic component package. FIG. 5A is a plan view of the
simulated electronic component package. FIG. 5B is a plan
view of the electronic component package from which a
frame body is omitted. FIG. 5C is a schematic view of a
section when the electronic component package is secondary
mounted on a substrate.

The electronic component package illustrated in FIGS.
5Ato 5C is different from the electronic component package
according to the present exemplary embodiment in that
external terminals 4, connection terminals 61 of main sub-
strate 1, connection terminals 65 of frame body 5, joint
metals 7, and joint metals 10 respectively have the same
sizes. It should be noted that a shape of semiconductor chip
2 is a square.

FIGS. 6A and 6B are diagrams for explaining simulation
results. FIG. 6A is a diagram for explaining a simulation
result of stress applied to joint metal 7 of main substrate 1
illustrated in FIG. 5C, and FIG. 6B is a diagram for
explaining a simulation result of stress applied to joint metal
10 of frame body 5 illustrated in FIG. 5C.

Upper stages of FIGS. 6A and 6B are diagrams in which
numbers are indicated on the terminals of the connection
parts (connection terminals 61 in FIG. 6A, and external
terminals 4 in FIG. 6B). Numbers 1 to 12 are assigned to
each of a left side, a lower side, a right side, and an upper
side, in an order indicated by arrows. Further, two numbers
are assigned to the first and the last terminal of each side. For
example, number 1 on the left side and number 12 on the
upper side indicate the same terminal. Then, in a graph at a
lower stage, an abscissa indicates a number corresponding to
a terminal of each side (joint metal 7 connected to connec-
tion terminal 61 in FIG. 6A, joint metal 10 connected to
external terminal 4 in FIG. 6B), and an ordinate indicates
stress applied to each joint metal 7 or each joint metal 10
when normalized by stress applied to a terminal of number
1 on the left side (joint metal 7 in FIG. 6A, joint metal 10
in FIG. 6B). In other words, in FIGS. 6 A and 6B, the number
assigned to connection terminal 61 corresponds to each joint
metal 7, and the number assigned to external terminal 4
corresponds to each joint metal 10.

According to the graph at the lower stage in FIG. 6A, the
simulation result of the stress applied to joint metal 7
indicates that a place where a stress value becomes maxi-
mum exists near a center of each side of main substrate 1.
More specifically, it is considered that the stress value
becomes maximum at a position facing a vicinity of a
midpoint of the side included in semiconductor chip 2.
Further, when the stresses of the respective sides are com-
pared with each other, it is found that a difference between
the right side where the maximum stress occurs and the left
side where the minimum stress occurs is large.

According to the graph at the lower stage in FIG. 6B, the
simulation result of the stress applied to joint metal 10
indicates that a place where a stress value becomes maxi-
mum exists near a corner of each side of frame body 5. It is
found that the stress difference between the respective sides
is small as compared with the graph at the lower stage in
FIG. 6A. Further, when the stress applied to joint metal 7
and the stress applied to joint metal 10 are compared, it is
found that regarding the maximum value of stress, the stress
applied to joint metal 7 is larger than the stress applied to
joint metal 10.

5

10

15

20

25

30

35

40

45

50

55

60

65

8

FIG. 7 is a diagram for confirming the simulation result in
detail. The graph of each side illustrated at the lower stage
in FIG. 6A corresponds to each side of main substrate 1 at
the upper stage in FIG. 6A. In FIG. 7, an ordinate indicates
the stress applied to each joint metal 7 when normalized by
stress applied to joint metal 7 of number 1 on the left side.
As illustrated in FIG. 7, it is found that, the stress at the
place, of each side of main substrate 1, facing the side of
semiconductor chip 2 is increased. More specifically, it is
considered that the stress value becomes maximum at the
position of each side of main substrate 1 facing the vicinity
of the midpoint of the side included in semiconductor chip
2. Further, it is found that the stress applied to joint metal 7
corresponding to the right side of the respective sides of
main substrate 1 that is closest to semiconductor chip 2 is
high. Furthermore, it is found that the stress applied to joint
metal 7 corresponding to the center of the right side is
highest. The reason for the rise in stress at the place facing
the side of semiconductor chip 2 is that force generated
when semiconductor chip 2 hinders shrinkage of main
substrate 1 and underfill 3 is transmitted to joint metal 7.
Main substrate 1 and underfill 3 both have large linear
expansion coefficients, while semiconductor chip 2 is hard
and has a small linear expansion coefficient. Accordingly,
the stress at the connection part placed at the center of the
right side that is closest to semiconductor chip 2 becomes
high. Further, since an opposite side of the center of the side
when viewed from the end is not hindered by semiconductor
chip 2, the aforementioned force becomes small at an end of
semiconductor chip 2, and force generated from the end of
semiconductor chip 2 to the center of the side becomes large.

Therefore, as illustrated in FIGS. 1A to 1C, the areas of
external terminal 4A, connection terminal 65A, connection
terminal 61A, and joint metal 7A are respectively made
larger than those of other external terminals 4, other con-
nection terminals 65, other connection terminals 61, and
other joint metals 7. Since the area of the connection part
corresponding to the place at which the aforementioned
force becomes large is increased, stress can be relaxed and
reliability can be improved.

First Variation

Next, as a variation of the aforementioned exemplary
embodiment, a case where semiconductor chip 2 is a rect-
angle will be described with reference to FIGS. 8A and 8B.
Here, a difference from the case where semiconductor chip
2 is a square will be mainly described.

FIG. 8A is a plan view of an electronic component
package according to the first variation when viewed from
an external terminal side. FIG. 8B is a sectional view
between VIIIb-VIIIb in FIG. 8A.

External terminal 4A facing a side of long sides of
semiconductor chip 2 that is closest to frame body 5 has an
area larger than those of other external terminals 4. Con-
nection terminal 65A facing external terminal 4A via frame
body 5 has an area larger than those of other connection
terminals 65. Connection terminal 61A facing connection
terminal 65A has an area larger than those of other connec-
tion terminals 61. Joint metal 7A formed between connec-
tion terminal 65A and connection terminal 61A has an area
larger than those of other joint metals 7. Although not
illustrated in FIG. 8B, external terminals 4 are connected to
substrate 9 via joint metals 10, and external terminal 4A is
connected to substrate 9 via joint metal 10A (refer to FIG.
3.
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Next, a result of simulation of stress applied to a connec-
tion part of another electronic component package will be
described with reference to FIGS. 9A and 9B, the other
electronic component package having rectangular semicon-
ductor chip 2.

FIG. 9A is a plan view of the simulated electronic
component package when viewed from an external terminal
side, and FIG. 9B is a plan view of the electronic component
package where frame body 5 is omitted from FIG. 9A.

In FIGS. 9A and 9B, a configuration of the electronic
component package is different from that of the present
variation in that external terminals 4, connection terminals
61 of main substrate 1, connection terminals 65 (not illus-
trated) of frame body 5, joint metals 7 (not illustrated) each
formed between connection terminal 61 and connection
terminal 65, and joint metals 10 (not illustrated) each
connected to external terminal 4 respectively have the same
sizes. Although not illustrated in the electronic component
package in FIGS. 9A and 9B, joint metal 10 is connected to
external terminal 4, and substrate 9 is connected to joint
metal 10 (refer to FIG. 5C).

In the present variation, a graph of a simulation result
corresponding to the lower stage in FIGS. 6A and 6B is
omitted. However, even when semiconductor chip 2 is a
rectangle, a maximum value of stress applied to joint metal
7 is large when stress applied to joint metal 7 and stress
applied to joint metal 10 are compared.

FIG. 10 is a diagram for confirming this simulation result
in detail. In FIG. 10, an ordinate indicates stress applied to
each joint metal 7 when normalized by the stress applied to
joint metal 7 of number 1 on a left side. In the graph
corresponding to each side, it is found that the stress at a
place corresponding to the side of semiconductor chip 2 is
increased. Further, it is found that the stress applied to joint
metal 7 corresponding to a right side that is closest to the
long side of semiconductor chip 2 is high, and further, that
the stress applied to joint metal 7 corresponding to a center
of the side is highest. More specifically, a stress value is
maximum at a position facing a vicinity of a midpoint of the
side included in semiconductor chip 2 on a right side of main
substrate 1. This is because a distance from an end of
semiconductor chip 2 to a center on the long side of
semiconductor chip 2 is longer than that on a short side of
semiconductor chip 2.

Therefore, as illustrated in FIGS. 8A and 8B, an area of
external terminal 4A at the center of the side of frame body
5 facing the long side of semiconductor chip 2 is larger than
those of other external terminals 4. An area of connection
terminal 65A facing external terminal 4A via frame body 5
is larger than those of other connection terminals 65. An area
of connection terminal 61A facing connection terminal 65A
is larger than those of other connection terminals 61. An area
of joint metal 7A formed between connection terminals 61A
and 65A is larger than those of other joint metals 7. Accord-
ingly, since an area of the connection part corresponding to
the place at which large force is generated is enlarged, stress
can be relaxed and reliability can be improved.

In the first exemplary embodiment and the present varia-
tion, the area of the connection part near the center of the
right side whose distance from semiconductor chip 2 is
closest is enlarged to describe the most effective case.
However, an area of a connection part on the right side
whose distance from semiconductor chip 2 is relatively short
may be enlarged. Further, an area of a connection part at
each place facing the side of semiconductor chip 2 may be
enlarged. The place of each side of main substrate 1 and
frame body 5 facing the side of semiconductor chip 2
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generates large force as compared with other places. Accord-
ingly, when the area of the connection part at that place is
enlarged, reliability of the electronic component package
improves. The present disclosure includes a case of enlarg-
ing the area of this connection part.

Further, an area of at least one connection part may
become large at the place, of the respective sides of main
substrate 1 and frame body 5, facing the side of semicon-
ductor chip 2. In other words, the present disclosure also
includes a case where an area of the connection part at the
place that does not face the side of semiconductor chip 2 is
large

Second Variation

As another variation, a case where a plurality of semi-
conductor chips 2A and 2B is mounted will be described
with reference to FIGS. 11A to 11C, 12A, and 12B. In the
present variation, a difference from the case of one semi-
conductor chip will be mainly described.

FIG. 11A is a plan view of an electronic component
package according to the present variation when viewed
from an external terminal side. FIG. 11B is a sectional view
between XIb-XIb—in FIG. 11A, and FIG. 11C is a sectional
view between Xlc-XIc in FIG. 11A.

Semiconductor chip 2A is mounted on main substrate 1
via joint metal 8A, and semiconductor chip 2B is mounted
on main substrate 1 via joint metal 8B. Underfill 3A is
injected between main substrate 1 and semiconductor chip
2A, and underfill 3B is injected between main substrate 1
and semiconductor chip 2B. Semiconductor chip 2B is
disposed at a position closer to frame body 5 than semicon-
ductor chip 2A.

Further, in the electronic component package according to
the present variation, external terminal 4A of frame body 5
facing semiconductor chip 2B has an area larger than those
of other external terminals 4. Connection terminal 65A
facing external terminal 4A via frame body 5 has an area
larger than those of other connection terminals 65. Connec-
tion terminal 61A facing connection terminal 65A has an
area larger than those of other connection terminals 61. Joint
metal 7A formed between connection terminal 65A and
connection terminal 61A has an area larger than those of
other joint metals 7.

Next, a result of simulation of stress applied to a connec-
tion part of another electronic component package, on which
the plurality of semiconductor chips 2A and 2B is mounted,
will be described with reference to FIGS. 12A and 12B.

FIG. 12A is a plan view of the simulated electronic
component package when viewed from an external terminal
side, and FIG. 12B is a plan view of the electronic compo-
nent package where frame body 5 is omitted from FIG. 12A.

In FIGS. 12A and 12B, a configuration of the electronic
component package is different from that of the present
variation in that external terminals 4, connection terminals
61 of main substrate 1, connection terminals 65 (not illus-
trated) of frame body 5, joint metals 7 (not illustrated) each
formed between connection terminal 61 and connection
terminal 65, and joint metals 10 (not illustrated) each
connected to external terminal 4 respectively have the same
sizes. Although not illustrated in the electronic component
package in FIGS. 12A and 12B, joint metal 10 is connected
to external terminal 4, and substrate 9 is connected to joint
metal 10 (refer to FIG. 5C).

In the present variation, a graph of a simulation result
corresponding to the lower stage in FIGS. 6A and 6B is
omitted. However, even when the plurality of semiconductor
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chips 2A, 2B is mounted, a maximum value of stress applied
to joint metal 7 is large when stress applied to joint metal 7
and stress applied to joint metal 10 are compared.

FIG. 13 is a diagram for confirming this simulation result
in detail. In FIG. 13, an ordinate indicates stress applied to
each joint metal 7 when normalized by the stress applied to
joint metal 7 of number 1 on a left side. In the graph
corresponding to each side, it is found that the stress
increases at a place corresponding to the side of semicon-
ductor chip 2A or 2B.

Further, the stress on joint metal 7 corresponding to a right
side that is closest to semiconductor chip 2B is high, and
particularly, the stress on joint metal 7 at a place correspond-
ing to semiconductor chip 2B is highest.

Therefore, as illustrated in FIGS. 11A to 11C, on the side,
of the sides of frame body 5, whose distance from semi-
conductor chip 2B is the shortest, stress applied to a place
facing semiconductor chip 2B can be relaxed and reliability
of the electronic component package can be improved by
enlarging an area of a connection part at that place. More
specifically, it is preferable to enlarge, on a right side of main
substrate 1, the area of the connection part that exists at a
position facing a vicinity of a midpoint of the side included
in semiconductor chip 2B.

In the present variation, as illustrated in FIGS. 11A to
11C, the area of the connection part near the center of the
right side, of the sides of frame body 5, whose distance from
semiconductor chip 2B is the shortest is enlarged to describe
the most effective case. Other than this, an area of a
connection part on the side of frame body 5 facing a side, of
the sides of semiconductor chip 2B, which is closer to frame
body 5 than semiconductor chip 2A may be enlarged. Since
force generated at this connection part is large as compared
with the other places, reliability of the electronic component
package improves when the area of the connection part is
enlarged. The present disclosure includes a case of enlarging
the area of this connection part.

Third Variation

As a further variation, a case where a plurality of semi-
conductor chips 2A, 2B with different areas is mounted will
be described with reference to FIGS. 14A to 16. Here, a
difference from the second variation will be mainly
described.

FIG. 14A is a plan view of an electronic component
package according to the present variation when viewed
from an external terminal side. FIG. 14B is a sectional view
between XIVb-XIVb in FIG. 14A, and FIG. 14C is a
sectional view between XIVc-XIVc in FIG. 14A.

In the electronic component package according to the
present variation, an area of semiconductor chip 2B is larger
than that of semiconductor chip 2A. Moreover, external
terminal 4A of frame body 5 facing semiconductor chip 2B
with a large area has an area larger than those of other
external terminals 4. Connection terminal 65A facing exter-
nal terminal 4A via frame body 5 has an area larger than
those of other connection terminals 65. Connection terminal
61A facing connection terminal 65A has an area larger than
those of other connection terminals 61. Joint metal 7A
formed between connection terminal 65A and connection
terminal 61A has an area larger than those of other joint
metals 7.

Next, a result of simulation of stress applied to a connec-
tion part of another electronic component package, on which
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a plurality of semiconductor chips 2A and 2B with different
areas is mounted, will be described with reference to FIGS.
15A, 15B and 16.

FIG. 15A is a plan view of the simulated electronic
component package when viewed from an external terminal
side, and FIG. 15B is a plan view of the electronic compo-
nent package where frame body 5 is omitted from FIG. 15A.

In FIGS. 15A and 15B, a configuration of the electronic
component package is different from that of the present
variation in that external terminals 4, connection terminals
61 of main substrate 1, connection terminals 65 (not illus-
trated) of frame body 5, joint metals 7 (not illustrated) each
formed between connection terminal 61 and connection
terminal 65, and joint metals 10 (not illustrated) each
connected to external terminal 4 respectively have the same
sizes. Although not illustrated in the electronic component
package in FIGS. 15A and 15B, joint metal 10 is connected
to external terminal 4, and substrate 9 is connected to joint
metal 10 (refer to FIG. 5C).

In the present variation as well, in the same manner as the
second variation, a maximum value of stress applied to joint
metal 7 is large when stress applied to joint metal 7 and
stress applied to joint metal 10 are compared.

FIG. 16 is a diagram for confirming the simulation result
in detail. An ordinate indicates the same as in FIG. 13. As
illustrated in FIG. 16, in the graph corresponding to each
side, it is found that the stress increases at a place corre-
sponding to the side of semiconductor chip 2A or 2B.
Further, the stress on joint metal 7 corresponding to a right
side is high. The right side faces a side which is a long side
of semiconductor chip 2B with a large area and is close to
frame body 5. Particularly, the stress of joint metal 7
corresponding to a center of the right side is highest.

Therefore, as illustrated in FIGS. 14A to 14C, on the side,
of the sides of frame body 5, whose distance from semi-
conductor chip 2B is the shortest, stress applied to a place
corresponding to semiconductor chip 2B can be relaxed and
reliability can be improved by enlarging an area of a
connection part at that place. More specifically, on the right
side of frame body 5, the area of the connection part that
exists at a position facing a vicinity of a midpoint of the side
included in semiconductor chip 2B may be enlarged.

In the present variation, as illustrated in FIGS. 14A to
14C, the area of the connection part near the center of the
right side, of the sides of frame body 5, whose distance from
semiconductor chip 2B is the shortest is enlarged to describe
the most effective case. Other than this, an area of a
connection part on the side of frame body 5 facing a side, of
the sides of semiconductor chip 2B, that is longer than the
side of semiconductor chip 2A and is close to frame body 5
may be enlarged. Since force generated at this connection
part is large as compared with the other places, reliability of
the electronic component package improves when the area
of the connection part is enlarged. The present disclosure
includes a case of enlarging the area of this connection part.

Further, in the second and third variations, the area of at
least one connection part at the place facing the side of
semiconductor chip 2B may become larger than those of
other connection parts. In other words, the present disclosure
also includes a case where an area of the connection part at
the place that does not face the side of semiconductor chip
2B is large.

Further, in the second and third variations, the present
disclosure also includes a case where three or more semi-
conductor chips are mounted as the plurality of semicon-
ductor chips.
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Further, in the third variation, when areas of the plurality
of semiconductor chips are respectively different and dis-
tances between the plurality of semiconductor chips and
frame body 5 are respectively different, an area of the
connection part at any place may be enlarged depending on
a difference in areas or distances. For example, there is a
case where an area of a connection part at a place corre-
sponding to a side of a semiconductor chip having a long
distance and a large area is large, or a case where an area of
a connection part at a place corresponding to a side of a
semiconductor chip having a short distance and a small area
is large. The present disclosure also includes these cases.

Fourth Variation

FIG. 17A is a schematic view illustrating a plane of an
electronic component package according to a fourth varia-
tion, and FIGS. 17B and 17C are schematic views illustrat-
ing sections of the electronic component package according
to the fourth variation. In FIG. 17A, a shape of semicon-
ductor chip 2 is a square. However, the shape of semicon-
ductor chip 2 may be a rectangle. In the present variation, a
difference from FIG. 1A will be mainly described.

FIG. 17A is a plan view of the electronic component
package according to the present variation when viewed
from an external terminal side. FIG. 17B is a sectional view
between XVIIb-XVIIb in FIG. 17A, and FIG. 17C is a
sectional view between XVIlc-XVIlc in FIG. 17A.

Semiconductor chip 2 is mounted on main substrate 1 via
joint metal 8. Further, external terminal 4A has an area larger
than those of other external terminals 4. Connection terminal
65A facing external terminal 4A via frame body 5 has an
area larger than those of other connection terminals 65.
Connection terminal 61A facing connection terminal 65A
has an area larger than those of other connection terminals
61. Joint metal 7A formed between connection terminal 65A
and connection terminal 61A has an area larger than those of
other joint metals 7. Moreover, underfill 31 is injected from
between main substrate 1 and semiconductor chip 2A to
between an area including connection terminal 61 A of main
substrate 1 and an area including connection terminal 65A of
frame body 5.

In this way, in the present variation, an area of a connec-
tion part is enlarged. Since underfill 31 is injected into a
range including connection terminal 61A, connection termi-
nal 65A, and joint terminal 7A, it is possible to reinforce the
connection part to which particularly large stress is applied.
Therefore, reliability of the electronic component package
can be further improved. Further, since underfill 31 between
main substrate 1 and semiconductor chip 2 and underfill 31
between the area including connection terminal 61A of main
substrate 1 and the area including connection terminal 65A
of frame body 5 are the same, underfill 31 can be formed
collectively. Cost can be reduced more than a case where
these underfills 31 are formed separately.

The present disclosure also includes a case where under-
fill 31 is injected into an entire side between frame body 5
and main substrate 1 including the connection part with a
large area.

Further, it is not necessary that underfill 31 is continuous
from between main substrate 1 and semiconductor chip 2 to
between the area including connection terminal 61A of main
substrate 1 and the area including connection terminal 65A
of frame body 5. Since it is effective as long as underfill 31
is injected into at least a part of the area between main
substrate 1 and frame body 5, the present disclosure includes
this case.
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Further, the present disclosure includes a case where
underfill 31 between main substrate 1 and semiconductor
chip 2 and underfill 31 between the area including connec-
tion terminal 61A of main substrate 1 and the area including
connection terminal 65A of frame body 5 are formed of
different resins.

Second Exemplary Embodiment

FIG. 18 is a schematic view illustrating a section of an
electronic component package according to a second exem-
plary embodiment. In the electronic component package
according to the present exemplary embodiment, external
terminal 4A of frame body 5 has an area larger than those of
other external terminals 4. Connection terminal 65A facing
external terminal 4A via frame body 5 has an area larger than
those of other connection terminals 65. Connection terminal
61A of main substrate 1 facing connection terminal 65A has
an area larger than those of other connection terminals 61.
Joint metal 7A formed between connection terminal 61A and
connection terminal 65A has an area larger than those of
other joint metals 7. In other words, FIG. 18 is sectional
view of a place where the areas of these connection parts are
enlarged.

External terminal 4 and connection terminal 65 corre-
sponding to external terminal 4 are connected by wiring line
51 provided inside frame body 5. On the other hand, external
terminal 4 and connection terminal 65A are provided inside
frame body 5 and connected by wiring line 51A which is
thicker than wiring line 51.

Although not illustrated, connection terminal 61 is a
dummy terminal or connected to a ground part.

The areas of connection terminal 61A, connection termi-
nal 65A, joint metal 7A, and external terminal 4A are
enlarged to relax stress. However, even when the stress is
relaxed, there is a possibility that a malfunction occurs at
that place. When connection terminal 61A is the dummy
terminal, a problem does not occur in electrical properties
even when a malfunction occurs. Accordingly, reliability of
the electronic component package improves.

Further, when the connection part having an enlarged area
is connected to the ground part, a plurality of terminals is
connected to the ground part. Accordingly, an influence of
damage received by the connection part can be made small,
and reliability of the electronic component package
improves.

Further, connection terminal 65A and external terminal
4 A can be connected by thick wiring line 51A by enlarging
the area of external terminal 4A. As a result, the ground can
be reinforced when connection terminal 61A is connected to
the ground part, and a signal can be reinforced when
connection terminal 61A is connected to a signal wiring line.

It is not necessary that wiring lines 51, 51A are disposed
on the same section. Wiring line 51 may connect connection
terminal 61 and external terminal 4, and wiring line 51A
may connect the connection terminal having an enlarged
area and the external terminal having an enlarged area. The
present disclosure also includes this case.

Further, the present disclosure also includes a case where
connection terminal 65 and external terminal 4 are con-
nected to terminals other than mutually corresponding ter-
minals.

Third Exemplary Embodiment

FIG. 19 is a schematic view illustrating a section of an
electronic component package according to a third exem-
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plary embodiment. In the present exemplary embodiment, a
difference from the second exemplary embodiment will be
mainly described.

As illustrated in FIG. 19, in the electronic component
package according to the present exemplary embodiment,
connection terminal 61B provided at a corner of main
substrate 1 has an area larger than those of other connection
terminals 61. Connection terminal 65B that faces connection
terminal 61B and is provided at a corner of frame body 5 has
an area larger than those of other connection terminals 65.
Joint metal 7B formed between connection terminal 61B and
connection terminal 65B has an area larger than those of
other joint metals 7. External terminal 4A facing connection
terminal 65B via frame body 5 has an area larger than those
of other external terminals 4.

Wiring line 52 within frame body 5 is formed at a position
different from a section illustrated in FIG. 18 and connects
connection terminal 65 and external terminal 4. Connection
terminal 65A and external terminal 4B are connected via
wiring lines 51A, 51B, 51C. Although partially omitted in
FIG. 19, connection terminal 65B is connected to external
terminal 4A.

Since large force is generated at external terminal 4
located at the corner of frame body 5, a defect easily occurs
at external terminal 4 even when the area of this external
terminal 4 is enlarged. On the other hand, even when an area
of a connection part at the place corresponding to a side of
a semiconductor chip is enlarged, the defect easily occurs
between frame body 5 and main substrate 1. Therefore, by
connecting connection terminal 65A and external terminal
4B which are at the place where the defect easily occurs, a
combination of the connection terminal and the external
terminal where the defect easily occurs can be decreased as
compared with a case where connection terminal 65A is
connected to other external terminal 4 and external terminal
4B is connected to other connection terminal 65. The
terminal of the combination where the defect easily occurs
is connected to a dummy terminal or a ground part when the
terminal has a high possibility of generating the defect.
Accordingly, since the combination of the connection ter-
minal and the external terminal where the defect easily
occurs is decreased, a combination of the connection termi-
nal and the external terminal capable of using any signal line
or the like can be increased.

The present disclosure also includes a case where the
areas of external terminal 4B, connection terminal 65B,
connection terminal 61B, and joint metal 7B are respectively
the same as those of other external terminals 4, other
connection terminals 65, other connection terminals 61, and
other joint metals 7.

Further, the present disclosure also includes a case where
connection terminal 65B is not connected to external termi-
nal 4A when connection terminal 65B is connected to an
external terminal other than external terminal 4A and exter-
nal terminal 4A is connected to a connection terminal other
than connection terminal 65B.

Further, wiring lines 51, 51A, 51B, 51C, 52 within frame
body 5 may be connected as mentioned above. The present
disclosure also includes a case where the wiring lines do not
exist on the same section.

Further, the present disclosure also includes a case where
connection terminal 65 and external terminal 4 are respec-
tively connected to terminals other than mutually corre-
sponding terminals.

Fourth Exemplary Embodiment

FIG. 20 is a schematic view illustrating a section of an
electronic component package according to a fourth exem-
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plary embodiment. In the present exemplary embodiment, a
difference from the third exemplary embodiment will be
mainly described.

As illustrated in FIG. 20, in the electronic component
package according to the present exemplary embodiment, an
area of external terminal 4B provided at a corner of frame
body 5 is larger than those of other external terminals 4.
Further, a pair of connection terminals 61B' provided at a
corner of main substrate 1 has the same area as other
connection terminals 61. A pair of connection terminals 65B'
that faces connection terminal 61B' and is provided at the
corner of frame body 5 has the same area as other connection
terminals 65. A pair of external terminals 4A' facing con-
nection terminal 65A via frame body 5 has the same area as
other connection terminals 4.

External terminal 4 and connection terminal 65 are con-
nected by wiring line 51 within frame body 5. Wiring lines
52, 51A', 51B' within frame body 5 are formed at positions
different from a section illustrated in FIG. 20.

Connection terminal 65A and external terminal 4B are
connected via wiring lines 51A, 51B, 51C. Further, though
partially omitted in the drawing, connection terminal 65B' is
connected to external terminal 4A'.

Force applied to a connection part at a place correspond-
ing to a side of a semiconductor chip between frame body 5
and main substrate 1, and force applied to external terminal
4B located at the corner of frame body 5 are large. However,
the force applied to this connection part is not larger than
force applied to connection parts at other places between
frame body 5 and main substrate 1, and the force applied to
external terminal 4B is not larger than force applied to other
external terminals 4. Therefore, the areas of the connection
parts at the other places between frame body 5 and main
substrate 1 may be made equal, and the areas of other
external terminals 4 may be made equal. In this case, a
number of usable terminals can be increased while lowering
a possibility of generating a malfunction at the terminal and
maintaining high reliability.

Description has been given of a case where two external
terminals 4A' and two connection terminals 65B' are pro-
vided. However, the present disclosure also includes a case
where three or more external and connection terminals are
provided.

Further, the present disclosure also includes a case where
connection terminal 65B' is connected to an external termi-
nal other than external terminal 4A' and external terminal 4B
is connected to a connection terminal other than connection
terminal 65A.

Further, wiring lines 51, 51A, 51B, 51C, 51A", 51B', 52
within frame body 5 may be connected as mentioned above.
The present disclosure also includes a case where wiring
lines do not exist on the same section.

Further, the present disclosure also includes a case where
connection terminal 65 and external terminal 4 are respec-
tively connected to terminals other than mutually corre-
sponding terminals.

In the aforementioned exemplary embodiments and varia-
tions, for example, as illustrated in FIGS. 2A and 2B,
description has been given of a case where the side of
connection terminal 61A of main substrate 1 in the direction
parallel to the side facing semiconductor chip 2 (i.e., the side
in the direction parallel to first side 62) is longer than those
of other connection terminals 61. However, a side in a
direction perpendicular to the side facing semiconductor
chip 2 may be longer than those of other connection termi-
nals 61. This case will be described below.
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FIGS. 21A and 21B are, for example, plan views of the
electronic component package according to the first exem-
plary embodiment. FIGS. 21C and 21D are plan views of an
electronic component package according to the present
variation.

As illustrated in FIGS. 21C and 21D, connection terminal
61A disposed on a side, of sides of main substrate 1, whose
distance from semiconductor chip 2 is relatively short has an
area larger than those of other connection terminals 61.
Further, in frame body 5, connection terminal 65A provided
at a position facing connection terminal 61A has an area
larger than those of other connection terminals 65.

Here, in FIGS. 21A and 21B, at each of connection
terminals 61A, 65A with large areas, a side in a direction
parallel to the side facing semiconductor chip 2 is long. To
the contrary, in FIGS. 21C and 21D, at each of connection
terminals 61A, 65A, a side in a direction perpendicular to the
side facing semiconductor chip 2 is long.

As illustrated in FIGS. 21C and 21D, when connection
terminals 61A, 65A are formed, an area of a connection part
can be enlarged without reducing a number of terminals that
can be disposed on each side of main substrate 1 and frame
body 5. In this case, a part of the side of frame body 5 on
which connection terminal 65A is disposed may be thick-
ened as indicated by sign 5D in FIG. 21D. With this
configuration, a space for disposing the semiconductor chip
or the electronic component can be made as wide as pos-
sible.

Further, in FIG. 21D, the present disclosure also includes
a case where a width of frame body 5 at a place other than
the place indicated by sign 5D is thickened.

Further, in the above-described exemplary embodiments
and variations, the present disclosure also includes a case
where, as illustrated in FIG. 22, semiconductor chip 2 is
mounted on main substrate 1 via resin paste 32 and con-
nected by wire bond 81.

Further, it is not necessary that frame body 5 mounted on
main substrate 1 is a perfect frame shape. For example, as
illustrated in FIG. 23A, a plurality of frame bodies 50 may
be disposed along each side of main substrate 1. Further, as
illustrated in FIG. 23B, frame body 5 may have, for
example, a partitioning part 50' at a center. Further, as
illustrated in FIG. 23C, a cut-away part 53 may be formed
at least at a portion of a side of frame body 5. The present
disclosure also includes any of these cases.

Further, in the above-described exemplary embodiments
and variations, a width of frame body 5 on a bottom surface
side and a width of frame body 5 on a main surface side may
be different.

The electronic component package according to the pres-
ent disclosure is, for example, useful for an electronic
component package mounted on a mobile device which
requires miniaturization, high performance, and cost reduc-
tion.

What is claimed is:

1. An electronic component package comprising:

a main substrate;

a first electronic component provided on a main surface of
the main substrate;

a frame body disposed so as to face the main surface of
the main substrate; and

a first connection terminal and a second connection ter-
minal, each of which is disposed on the main surface of
the main substrate along a first side of the frame body,
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wherein the second connection terminal is disposed on the
first side of the frame body at a position facing a
vicinity of a midpoint of a side of the first electronic
component, and

the second connection terminal has an area larger than an

area of the first connection terminal.

2. The electronic component package according to claim
1, wherein a side of the second connection terminal in a
direction parallel to the first side is longer than a side of the
first connection terminal.

3. The electronic component package according to claim
1, wherein a side of the second connection terminal in a
direction perpendicular to the first side is longer than the side
of the first connection terminal.

4. The electronic component package according to claim
1, wherein resin is filled between the main surface of the
main substrate and the frame body at a portion of the first
side.

5. The electronic component package according to claim
4, wherein the first electronic component is disposed on the
main surface of the main substrate via resin which is the
same as the resin filled between the main surface of the main
substrate and the frame body.

6. The electronic component package according to claim
1, wherein a second electronic component is provided on the
main surface of the main substrate, and the first electronic
component has an area larger than an area of the second
electronic component.

7. The electronic component package according to claim
1, wherein the first electronic component is a semiconductor
chip.

8. The electronic component package according to claim
1, wherein a width of a side of a bottom surface of the frame
body at a position facing the second connection terminal is
wider than a width of a side of the bottom surface of the
frame body at another position.

9. The electronic component package according to claim
1, wherein the second connection terminal is a dummy
terminal.

10. The electronic component package according to claim
1, wherein the second connection terminal is connected to a
ground part.

11. The electronic component package according to claim
1, wherein a first external terminal and a second external
terminal are disposed on a bottom surface of the frame body,

the second external terminal is electrically connected with

the second connection terminal, and

the second external terminal has an area larger than an

area of the first external terminal.

12. The electronic component package according to claim
11, wherein a third external terminal and a fourth external
terminal are disposed on a main surface of the frame body,
and

the fourth external terminal has an area larger than an area

of the third external terminal.

13. The electronic component package according to claim
12, wherein the fourth external terminal is provided at a
position facing the second external terminal.

14. The electronic component package according to claim
12, wherein the forth external terminal is provided on the
main surface of the frame body at a corner of a side, of sides
on the main surface, facing the first side.

15. The electronic component package according to claim
1, wherein the first side of the frame body is a side, of the
respective sides of the frame body, whose distance from the
first electronic component is the shortest.
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